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|  Caratteristiche 
|  Features

| Piano di lavoro in acciaio inox AISI 304 | Vasca GN 1/1 in acciaio inox AISI 316 con ampie raggiature 

capacità 35 lt. | Rubinetto di carico e scarico acqua | Resistenze angolari esterne alla vasca | Regolazione 

della potenza con selettore a 3 posizioni | Spie luminose per il controllo del funzionamento | Pressostato di 

sicurezza per impedire l’accensione della macchina in assenza d’acqua | Cruscotto frontale facilmente 

estraibile per facilitare le operazioni di pulizia e manutenzione | Piedini in acciaio inox regolabili in altezza

| Built in stainless steel AISI 304 | GN 1/1 Tank in AISI 316 stainless steel with fully rounded corners 

 35 lt capacity. | Water cock for filling and emptying | Heating elements anular external tank | Power 

regulation by means of a 3-position selector with indicator light to show when functioning | Safety pressure 

switch to interrupt functioning in the case of a lack of watet | Control panel which can be quickly removed 

for easy cleaning and maintenance | Adjustable AISI 304 stainless steel feet
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ALIMENTAZIONE
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ALLACC. ELETTRICO
ELEC. CONNECTION

PESO Kg
WEIGHT Kg

U70CPE35 400x730x900 9 0,5 55 400 V VAC400-3N 50/60Hz
87

5/
93

5
24

5

70 660

730

89 523 72

54
3

EA: ENTRATA ACQUA
SA: USCITA ACQUA
E: ALLACCIAMENTO ELETTRICO
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